ACCUSIZER  MODEL MA

Very accurate, low maintenance sizing. Gentle lifting and turning action creates accurate sizing of wet or peeled potatoes, as well as onions.

STANDARD EQUIPMENT
- Quick Adjust
- Mild Steel
- Stainless Steel Inlet & Shears
- C Face Motor and Steel Reducer
- 1” Shaft (24”/30”)
- 1-1/4” Shafts (36”/48”)
- Kicker Roller Stainless Steel
- Color - White
- 1 or 3 Phase 208/230/480 Volt Power
- Food Grade Gear Oil
- Product Flo Guarding

OPTIONAL EQUIPMENT
- Stainless Steel Construction
- Washdown Motor
- Washdown Gear Box
- 50 Hz Power
- Stainless Steel Motors and Gear Boxes

SIZES AVAILABLE

<table>
<thead>
<tr>
<th>Description</th>
<th>Options</th>
</tr>
</thead>
<tbody>
<tr>
<td>Number of Shafts</td>
<td>6, 7, 9, 11, 13, 15, 17</td>
</tr>
<tr>
<td>Face Lengths</td>
<td>24, 30, 36, 48 inch</td>
</tr>
<tr>
<td>Single Direction Rotation or Left/Right Rotation</td>
<td></td>
</tr>
<tr>
<td>Pitches Available</td>
<td>2, 2.5, 3, inch</td>
</tr>
</tbody>
</table>

Image may not depict all options.
STANDARD EQUIPMENT

- PTO or Hydraulic Drive
- Hardened Tiller Teeth
- Guide Shoe
- 36” Row Spacing Adj.
- Category 2 or 3 Hitch
- 540 RPM PTO Shaft
- 22 GPM Required for Hyd. Drive

The Milestone Track Tiller completely pulverizes and fills in ruts caused by center pivot irrigation systems and helps keep pivot towers from becoming stuck. Use in hay or pasture to eliminate rough tracks which can damage equipment. Use in potatoes, pre-harvest, to prevent potato damage caused from potatoes falling off digger chain and to prevent harvester abuse.
WATER SAVER WHEEL

- For use with all crops, such as potatoes, beets, grains, etc.
- Reduces run-off and ponding. Allows water to penetrate to root zone easier, therefore reducing erosion and increasing crop yield.
- Single wheels give lower maintenance and high speed independent action on uneven terrain.

STANDARD EQUIPMENT
- 5 Blade Water Wheel
- Independent Water Wheel Motion
- 4” x 4” Square Tube Frame
- Adjustable 3 Point Hitch for Category 2 or 3
- Heavy Duty JD Spring Loaded Shanks
- 12” Shovels with Clamps
- 8” Sweeps
- 15” Gage Wheels

OPTIONAL EQUIPMENT
- 2 Row Extension (Makes 4 Row into 6 Row unit)
- Individual Water Wheels Sold Separately
- 12 Row Model for Beet or Corn Application
- True Depth Shanks

MODELS

<table>
<thead>
<tr>
<th>MODELS</th>
<th>4 Row</th>
<th>6 Row</th>
<th>12 Row</th>
</tr>
</thead>
<tbody>
<tr>
<td>Length</td>
<td>10 ft. 6 in.</td>
<td>10 ft. 6 in.</td>
<td>10 ft. 6 in.</td>
</tr>
<tr>
<td>Width</td>
<td>15 ft.</td>
<td>20 ft.</td>
<td>20 ft.</td>
</tr>
<tr>
<td>Weight</td>
<td>4,000 lb.</td>
<td>5,000 lb.</td>
<td>7,450 lb.</td>
</tr>
</tbody>
</table>

Custom Designed Machines Available Upon Request
SEED CUTTERS • SEED TREATERS • ACCUSIZERS • DIRT ELIMINATORS • PILERS • CONVEYORS

Proudly Owned & Manufactured in the USA