STANDARD EQUIPMENT
- Gen II Milestone Debris Table
- Frequency Drives on Elevator, Dirt Rolls, Reverse Rolls and Blower
- Hydraulic Package
- V-guided Discharge Cross Conveyor
- Tare Cross Conveyor
- Rubber Belted 1” Flight Elevator
- Food Grade Hydraulic/Gear Oil (I.S.O. 32)
- 1 or 3 Phase 208/230 Volt Power
- Legg Belts
- 4 Hydraulic Jacks

OPTIONAL EQUIPMENT
- AUTO SPEED (Patented)
  Increases: Debris Elimination, Capacity, Spreading
  Reduces: Bruising & Skinning
- 3 Phase 480 Volt Power
- Belted Chain Elevator w/Tare Return Belt
- Auxiliary Power Outlets Each up to 7.5 HP
- 2 - 500 Watt Safety Lights on Post & Transformer
- 50 Hz Power
- 5-Wire Interlock
- Inspection Table
- Tub Start/Stop
- Stinger Hanger
- Elevator Shaker

SPECIFICATIONS

<table>
<thead>
<tr>
<th>Width</th>
<th>72”</th>
<th>84”</th>
<th>96”</th>
</tr>
</thead>
<tbody>
<tr>
<td>11 ft.</td>
<td>12 ft.</td>
<td>13 ft.</td>
<td></td>
</tr>
<tr>
<td>Height (w/o Canopy)</td>
<td>10 ft.</td>
<td>10 ft.</td>
<td>10 ft.</td>
</tr>
<tr>
<td>Length</td>
<td>22 ft. 6 in.</td>
<td>22 ft. 6 in.</td>
<td>22 ft. 6 in.</td>
</tr>
<tr>
<td>Weight (Approx.)</td>
<td>5,000 lb</td>
<td>5,700 lb</td>
<td>6,500 lb</td>
</tr>
</tbody>
</table>

Custom Designed Machines Available Upon Request
SEED CUTTERS • SEED TREATERS • ACCUSIZERS • DIRT ELIMINATORS • PILERS • CONVEYORS
STANDARD EQUIPMENT
- Milestone Quick Adjust (Patented)
- Milestone Star Rollers (Patented)
- 12'(72") - 14'(84") - 16'(96") Divided Picking Table
- Hydraulic Sizing Adjustment
- Clod Hopper Drum with cleaning brush
- Milestone Debris Table (Top)
- Milestone Debris Table (Bottom)
- Blend Back Table (Patent Pending)
- 6 - Hydraulic Jacks
- V-guided Discharge Cross Conveyor
- Live Hyd. System
- Undersize Cross Conveyor (R/L Mobility, Reverse, w/Scaper, Apron)
- Tare Chutes
- 24” Adjustable Platform w/Safety Rail
- Rubber Belted 1” Flight Elevator
- 2 - 500 Watt Safety Lights on Post & Transformer
- 5-Wire Interlock
- Tub Start/Stop
- Food Grade Hydraulic/Gear Oil (I.S.O. 32)
- 1 or 3 Phase 208/230 Volt Power
- Wagon Wheel Tongue
- Ladder/Platform
- Legg Belts

New features highlighted in green

OPTIONAL EQUIPMENT
- AUTO SPEED (Patented)
  Increases: Dirt Elimination, Sizing Accuracy, Capacity, Spreading
  Reduces: Bruising & Skinning
- Frequency Drive
- Canopy with Safety Lights
- Vinyl Enclosure with Windows
- 24” Side Elevator
- 3 Phase 480 Volt Power
- 50 Hz Power
- Belted Chain Elevator w/Tare Return Belt
- Auxiliary Power Outlets Each up to 7.5 HP
- Color Other than Standard
- Elevator Shaker
- Frequency Drive on Bottom Milestone Debris Table
- Double or Triple Stinger Hanger
- Rev Air (Patent Pending)
- Gen II Milestone Debris Table

SPECIFICATIONS

<table>
<thead>
<tr>
<th>Model</th>
<th>Width</th>
<th>Height</th>
<th>Length</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>72”</td>
<td>11 ft. 6 in.</td>
<td>144 in.</td>
<td>45 ft.</td>
<td>16,000 lb</td>
</tr>
<tr>
<td>84”</td>
<td>12 ft. 6 in.</td>
<td>144 in.</td>
<td>47 ft.</td>
<td>20,000 lb</td>
</tr>
<tr>
<td>96”</td>
<td>13 ft. 6 in.</td>
<td>144 in.</td>
<td>49 ft.</td>
<td>24,000 lb</td>
</tr>
</tbody>
</table>

Custom Designed Machines Available Upon Request
SEED CUTTERS • SEED TREATERS • ACCUSIZERS • DIRT ELIMINATORS • PILERS • CONVEYORS

Proudly Owned & Manufactured in the USA
DEBRIS ELIMINATOR SIZER
MODELS MDS 60/72/84

STANDARD EQUIPMENT
- Milestone Quick Adjust (Patented)
- Milestone Star Rollers (Patented)
  - 18 Star Shafts (7 Dirt, 11 Sizing)
- 48” Undersize Cross Conveyor
  - w/Reverse, Scraper & Apron
- 12’ Rubber Belted Elevator, 1” Flights
- 24” Tare Cross Conveyor
- 2 - 10,000 lb Jacks
- 2 - 500w Safety Lights on Post w/Transformer
- Electric Interlock
- 1Ph or 3Ph 208/230/480 Volt Power
- Tub Start/Stop
- Food Grade Hydraulic/Gear Oil (I.S.O. 32)
- Ball Bearing Belt Carrier Rollers
- Legg Belt

New features highlighted in **green**

OPTIONAL EQUIPMENT
- AUTO SPEED (Patented)
  - Increases: Dirt Elimination, Sizing Accuracy, Capacity, Spreading
  - Reduces: Bruising & Skinning
- Frequency Drive
- Live Hydraulics
- Milestone Debris Table
- 50 Hz Power
- Double Stinger Hanger (60” & 72”)
- Triple (84”)
- Gen II Milestone Debris Table

AVAILABLE WIDTHS
- 60”
- 72”
- 84”

Custom Designed Machines Available Upon Request
SEED CUTTERS • SEED TREATERS • ACCUSIZERS • DIRT ELIMINATORS • PILERS • CONVEYORS

Proudly Owned & Manufactured in the USA
STANDARD EQUIPMENT

- Milestone Quick Adjust (Patented)
- Milestone Star Rollers (Patented)
  20 Shafts (2 pipe, 11 sizing stars, 7 dirt stars)
- Live Hyd. System
  (Wheel Drive, Rear Steering, Hopper Up/Down, Sizer Quick Adj.)
- 24” Tare Return Conveyors
- 48” Undersize Cross Conveyor R/L Mobility
  (R/L Mobility, Reversing, w/Scraper, Apron)
- 24” Dirt Cross Conveyor R/L Mobility
  (R/L Mobility, Reversing)
- 12’ Split Picking Table
- 24” Adjustable Platform w/Safety Rail
- Ball Bearing Belt Carrier Rollers
- Rubber Belted 1” Flight Elevator
- 2 - 500 Watt Safety Lights on Post
- Electric Interlock
- Tub Start/Stop
- Legg Belt
- Remote Start/Stop
- 1 or 3 Phase 208/230 Volt Power
- Food Grade Hydraulic/Gear Oil (I.S.O. 32)
- 4 Hydraulic Jacks
- Milestone Debris Table (2 Pipe)

New features highlighted in green

OPTIONAL EQUIPMENT

- AUTO SPEED (Patented)
  Increases: Dirt Elimination, Sizing Accuracy, Capacity, Spreading
  Reduces: Bruising & Skinning
- Debris Elimination:
  - Clod Hopper
  - Rev Air (Patent Pending)
  - Reverse Roll Table
  - Elevator Shaker
  - Gen II Milestone Debris Table
- Frequency Drive Elevator and Stars
- Discharge Cross Conveyor
- Canopy with Safety Lights
- Vinyl Enclosure with Windows
- 3 Phase 480 Volt Power
- Belted Chain Elevator w/Tare Return Belt
- Side Elevator
- 50 Hz Power
- Double Stinger Hanger
- Heavier Tandem Axle

AVAILABLE WIDTHS

<table>
<thead>
<tr>
<th>SPECIFICATIONS</th>
<th>60”</th>
<th>72”</th>
</tr>
</thead>
<tbody>
<tr>
<td>Width</td>
<td>11 ft.</td>
<td>11 ft.</td>
</tr>
<tr>
<td>Height (w/o Canopy)</td>
<td>96 in.</td>
<td>96 in.</td>
</tr>
<tr>
<td>Length</td>
<td>32 ft.</td>
<td>32 ft.</td>
</tr>
<tr>
<td>Weight (Approx.)</td>
<td>9,500 lb</td>
<td>10,500 lb</td>
</tr>
</tbody>
</table>
STANDARD EQUIPMENT
- Milestone Quick Adjust (Patented)
- Milestone Star Rollers (Patented)
  22-24 Shafts (Debris-984” 11/96”, Sizing- 13)
- 4 - Hydraulic Jacks
- Discharge Cross Conveyor 36” x 11’(84”), 42” x 12’ (96’)
- Live Hydraulic. System
  (Wheel Drive, Rear Steering, Hopper Up/Down, Sizer Quick Adj.)
- 36” Tare Return Conveyor
- 60” Undersize Cross Conveyor
  (R/L Mobility, Reversing, w/Scraper, Apron)
- 30” Tare Cross Conveyor
  (R/L Mobility, Reversing)
- 14’(84”) 16’(96”) Split Picking Table
- 24” Adjustable Platform w/Safety Rail
- Ball Bearing Belt Carrier Rollers
- Rubber Belted 1” Flight Elevator
- 2 - 500 Watt Safety Lights on Post
- Electric Interlock
- Tub Start/Stop
- Remote Start/Stop
  up to 7.5HP Each (208-230 Volt Only)
- 1 or 3 Phase 208/230 Volt Power
- Food Grade Hydraulic/Gear Oil (I.S.O. 32)
- Milestone Debris Table
- Legg Belt

New features highlighted in green

OPTIONAL EQUIPMENT
- AUTO SPEED (Patented)
  Increases: Dirt Elimination, Sizing Accuracy, Capacity, Spreading
  Reduces: Bruising & Skinning
- Debris Elimination:
  * Clod Hopper
  * Rev Air (Patent Pending)
  * Reverse Roll Table
  * Elevator Shaker
  * Gen II Milestone Debris Table
- Frequency Drive Elevator and Stars
- Canopy with Safety Lights
- Vinyl Enclosure with Windows
- 24” Side Elevator
- 3 Phase 480 Volt Power
- 6’ Belted Chain Elevator w/Tare Return Belt
- Wagon Wheel Tongue
- 50 Hz Power
- Triple Stinger Hanger

SPECIFICATIONS

<table>
<thead>
<tr>
<th>Width</th>
<th>84”</th>
<th>96”</th>
</tr>
</thead>
<tbody>
<tr>
<td>Height (w/o Canopy)</td>
<td>96 in.</td>
<td>96 in.</td>
</tr>
<tr>
<td>Length</td>
<td>35 ft.</td>
<td>37 ft.</td>
</tr>
<tr>
<td>Weight (Approx.)</td>
<td>15,000 lb</td>
<td>19,500 lb.</td>
</tr>
</tbody>
</table>

Image may not depict all options.

Custom Designed Machines Available Upon Request
SEED CUTTERS • SEED TREATERS • ACCUSIZERS • DIRT ELIMINATORS • PILERS • CONVEYORS

Proudly Owned & Manufactured in the USA
STANDARD EQUIPMENT
• Milestone Quick Adjust (Patented)
• Milestone Star Rollers (Patented)
• 20 Shafts (9-Debris, 11-Sizing)
• Live Hyd. System
  (Wheel Drive, Rear Steering, Hopper Up/Down, Sizer Quick Adj.)
• 9” Undersize Return Conveyor
• 2 - 24” Tare Return Conveyors
• 48” Undersize Cross Conveyor R/L Mobility
  (R/L Mobility, Reversing, w/Scraper, Apron)
• 24” Dirt Cross Conveyor R/L Mobility
  (R/L Mobility, Reversing)
• 4 - Tare Chutes
• 12’ Split Picking Table
• 24” Adjustable Platform w/Safety Rail
• Ball Bearing Belt Carrier Rollers
• Rubber Belted 1” Flight Elevator
• 2 - 500 Watt Safety Lights on Post
• Electric Interlock
• Tub Start/Stop
• Remote Start/Stop
• 1 or 3 Phase 208/230 Volt Power
• Four Hydraulic Jacks
• Legg Belt
• Food Grade Hydraulic/Gear Oil (I.S.O. 32)

New features highlighted in green

OPTIONAL EQUIPMENT
• AUTO SPEED (Patented)
  Increases: Dirt Elimination, Sizing Accuracy, Capacity, Spreading
  Reduces: Bruising & Skinning
• Debris Elimination:
  • Clod Hopper
  • Rev Air (Patent Pending)
  • Reverse Roll Table
  • Elevator Shaker
  • Gen II Milestone Debris Table
• Frequency Drive (Elevator and Stars)
• Discharge Cross Conveyor
• Canopy with Safety Lights
• Vinyl Enclosure with Windows
• Side Elevator
• Belted Chain Elevator w/Tare Return Belt
• 3 Phase 480 Volt Power
• 50 Hz Power
• Double Stinger Hanger

AVAILABLE WIDTHS

<table>
<thead>
<tr>
<th>SPECIFICATIONS</th>
<th>60”</th>
<th>72”</th>
</tr>
</thead>
<tbody>
<tr>
<td>Width</td>
<td>11 ft.</td>
<td>11 ft.</td>
</tr>
<tr>
<td>Height (w/o Canopy)</td>
<td>96 in.</td>
<td>96 in.</td>
</tr>
<tr>
<td>Length</td>
<td>32 ft.</td>
<td>32 ft.</td>
</tr>
<tr>
<td>Weight (Approx.)</td>
<td>9,500 lb</td>
<td>10,500 lb</td>
</tr>
</tbody>
</table>

Custom Designed Machines Available Upon Request
SEED CUTTERS • SEED TREATERS • ACCUSIZERS • DIRT ELIMINATORS • PILERS • CONVEYORS
Proudly Owned & Manufactured in the USA
STANDARD EQUIPMENT

- Milestone Quick Adjust (Patented)
- Milestone Star Rollers (Patented)
- 22-24 Shafts (Debris-9/84” 11/96”, Sizing- 13)
- 4 - Hydraulic Jacks
- Discharge Cross Conveyor 36” x 11’(84”), 42” x 12’ (96”)
- Live Hydraulic System
- 9” Undersize Return Conveyor
- 2 - 24” Tare Return Conveyors
- 60” Undersize Cross Conveyor
- 30” Tare Cross Conveyor
- 6 - Tare Chutes
- 14’ (84”) - 16’ (96”) Split Picking Table
- 24” Adjustable Platform w/Safety Rail
- Ball Bearing Belt Carrier Rollers
- Rubber Belted 1” Flight Elevator
- 2 - 500 Watt Safety Lights on Post
- 5-Wire Interlock
- Tub Start/Stop
- Remote Start/Stop
- 1 or 3 Phase 208/230 Volt Power
- Food Grade Hydraulic/Gear Oil (I.S.O. 32)
- Legg Belt

New features highlighted in green

OPTIONAL EQUIPMENT

- AUTO SPEED (Patented)
  - Increases: Dirt Elimination, Sizing Accuracy, Capacity, Spreading
  - Reduces: Bruising & Skinning
- Debris Elimination:
  - Clod Hopper
  - Rev Air (Patent Pending)
  - Reverse Roll Table
  - Elevator Shaker
  - Gen II Milestone Debris Table
- Frequency Drive (Elevator and Stars)
- Canopy with Safety Lights
- Vinyl Enclosure with Windows
- 24” Side Elevator
- 3 Phase 480 Volt Power
- 6’ Belted Chain Elevator w/Tare Return Belt
- Wagon Wheel Tongue
- 50 Hz Power
- Triple Stinger Hanger

SPECIFICATIONS

<table>
<thead>
<tr>
<th></th>
<th>84”</th>
<th>96”</th>
</tr>
</thead>
<tbody>
<tr>
<td>Width</td>
<td>12 ft. 6 in.</td>
<td>13 ft. 2 in.</td>
</tr>
<tr>
<td>Height</td>
<td>96 in.</td>
<td>96 in.</td>
</tr>
<tr>
<td>Length</td>
<td>35 ft.</td>
<td>37 ft.</td>
</tr>
<tr>
<td>Weight (Approx.)</td>
<td>15,000 lb</td>
<td>19,500 lb</td>
</tr>
</tbody>
</table>

Image may not depict all options.
CUSTOM BUILT
TO YOUR SPECIFICATIONS

Custom Designed Machines Available Upon Request
SEED CUTTERS • SEED TREATERS • ACCUSIZERS • DIRT ELIMINATORS • PILERS • CONVEYORS
INLINE STAR SIZER MODEL MIS

Recommended for warehouse use.

STANDARD EQUIPMENT
- Milestone Quick Adjust (Patented)
- Milestone Star Roller (Patented)
- C Face Motor and Speed Reducer
- Heavy Duty Frame
- Ratchet Sizer Adjustment
- 2nd Adjustment - 15+ Shafts
- 1 or 3 Phase 208/230/480 Volt Power
- Food Grade Gear Oil

OPTIONAL EQUIPMENT
- Number of Shafts: 7, 8, 9, 10, 11, 12, 13, 15, 17, 19, 21
- Electric Actuator on Quick Adjust
- 2nd Adjustment
- Stainless Steel Construction
- 50 Hz Power

AVAILABLE WIDTHS
- 36”
- 48”
- 60”
- 72”
- 84”
- 96”

Custom Designed Machines Available Upon Request
SEED CUTTERS • SEED TREATERS • ACCUSIZERS • DIRT ELIMINATORS • PILERS • CONVEYORS

2015

Image may not depict all options.
STANDARD EQUIPMENT
- Quick Adjust
- 7 & 13 Point Stars
- C Face Motor and Speed Reducer
- Heavy Duty Frame
- Rock Pipe Rollers w/Scraper
- Ratchet Adjustment
- 1 or 3 Phase 208/230/480 Volt Power
- Food Grade Gear Oil

OPTIONAL EQUIPMENT
- Electric Actuator on Quick Adjust
- Hydraulic Quick Adjust
- Stainless Steel Construction
- 50 Hz Power
- 2 or 3 Pipe Rollers
- Gen II

AVAILABLE WIDTHS
36” 48” 60” 72” 84” 96”

Image may not depict all options.